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niobium-titanium (nb-ti) 
superconducting joints for 
persistent-mode operation
Dipak patel1,2, Su-Hun Kim1,3, Wenbin Qiu1, Minoru Maeda4, Akiyoshi Matsumoto2, 
Gen Nishijima2, Hiroaki Kumakura2, Seyong Choi4 & Jung Ho Kim1
Superconducting joints are essential for persistent-mode operation in a superconducting magnet 
system to produce an ultra-stable magnetic field. Herein, we report rationally designed niobium-
titanium (Nb-Ti) superconducting joints and their evaluation results in detail. For practical applications, 
superconducting joints were fabricated by using a solder matrix replacement method with two types 
of lead-bismuth (Pb-Bi) solder, including Pb42Bi58 as a new composition. All the joints attained a critical 
current of >200 A below 1.43 T at 4.2 K. Our optimized superconducting joining method was tested 
in a closed-loop coil, obtaining a total circuit resistance of 3.25 × 10−14 Ω at 4.2 K in self-field. Finally, 
persistent-mode operation was demonstrated in an Nb-Ti solenoid coil with a persistent-current switch. 
This work will pave the way to developing high-performance Nb-Ti superconducting joints for practical 
applications.
Superconducting magnets are used to produce a strong magnetic field in a compact system, which otherwise 
cannot be attained using conventional copper (Cu) based magnets. Niobium-titanium (Nb-Ti) with a critical 
temperature (Tc) of 9.2 K is usually used to fabricate superconducting magnets for various practical applications. 
One of the distinct features of Nb-Ti that makes it ideal for most commercial applications is the possibility to 
produce reliable “superconducting joints”. The superconducting joints allow the Nb-Ti magnet to operate in the 
persistent-mode to attain an ultra-stable (long-term drift rate of magnetic field on the order of 0.1 ppm∙h−1) 
magnetic field1.
To achieve persistent-mode operation, two ends of an Nb-Ti superconducting magnet should be connected 
with a persistent-current switch (PCS) using superconducting joints without any electrical loss. To date, vari-
ous methods have been reported to fabricate the superconducting joints of Nb-Ti conductors, including solder 
matrix replacement2–6, ultrasonic welding7, diffusion welding8, cold-pressing9,10, and spot welding10,11. Among 
these methods, the solder matrix replacement method with lead-bismuth (Pb-Bi) solder, which is superconduct-
ing at 4.2 K, is a common choice in industrial use to fabricate Nb-Ti joints from the viewpoint of reliability11. The 
first high-performance Nb-Ti joints using the solder matrix replacement method were reported by Thornton in 
19862. A closed-loop with a single joint (fabricated in open air) achieved a critical current density (Jc) as high as 
143 kA·cm−2 in self-field at 4.2 K. Swenson et al. fabricated several Nb-Ti joints using the Thornton method and 
measured their resistance by the standard four-probe method3. They achieved joint resistances of <1 × 10−11 Ω 
in 1.5 T at 4.2 K. Cheng et al. also reported results on several Nb-Ti joints for a 400 MHz nuclear magnetic reso-
nance magnet4. One of their joints in a closed-loop achieved a critical current (Ic) of 89.5 A and joint resistance 
of 1.8 × 10−13 Ω in 1 T at 4.2 K. In addition, Liu et al. fabricated and tested Nb-Ti joints for a 7 T animal magnetic 
resonance imaging (MRI) magnet5. Their joints fabricated using 1.5 × 1 mm2 Nb-Ti/Cu wire achieved an Ic of 
1,160 A and a resistance of 1.5 × 10−14 Ω in 0.6 T at 4.2 K. More recently, in 2015, Motomune et al. studied current 
paths in Nb-Ti joints fabricated using the solder matrix replacement method6. Despite that Nb-Ti superconduct-
ing joints are routinely fabricated in the MRI industry and are a critical component of MRI magnets, research on 
superconducting joining processes for multifilamentary Nb-Ti conductors has been limited.
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In response, in this work, two types of Pb-Bi solder were evaluated as potential candidates for Nb-Ti super-
conducting joints in terms of their Jc and Tc. The optimal etching time for the Cu matrix with tin (Sn) and Sn with 
Pb-Bi was then evaluated by scanning electron microscopy (SEM). Based on these findings, superconducting 
joints were fabricated in a partially inert atmosphere to avoid oxidation and characterized under different mag-
netic fields at 4.2 K. To precisely estimate the joint resistance, a single-turn Nb-Ti closed-loop coil was fabricated 
and evaluated by using the field-decay measurement method. The suitability of the newly developed supercon-
ducting joints for a persistent-mode magnet was verified by demonstrating persistent-mode operation in a pro-
totype Nb-Ti magnet.
Results and Discussion
The multifilament Nb-Ti wire for this work was supplied by Luvata12. Figure 1 shows a cross-sectional image of 
the Nb-Ti wire and its specifications are listed in Table S1 in the Supporting Information.
For our superconducting joints, we selected two types of Pb-Bi alloys as solder13. In the first step, we checked 
the element composition using energy dispersive X-ray spectroscopy (EDS) because the superconductivity of 
Pb-Bi at 4.2 K is very sensitive to its composition and the age of the solder from the time of its manufecturing14,15. 
This is because at room temperature Bi precipitate out of superconducting   phase in these Pb-Bi alloys due to 
solid state diffusion15,16. In particular, a slight change in the alloy composition can result in different electrical 
properties14. Since both the solders were procured from the commercial supplier, the exact age of the solders was 
not known13. Contrary to company specifications, we found deficient Pb in the two types of solder, as can be seen 
in Table 1. This is probably because the Pb is much more likely to be volatile, even at low temperature, during 
melting with Bi. Brittles also found deficient Pb content in their Pb-Bi solder16. In the second step, we evaluated 
the Tc and magnetic Jc of the two Pb-Bi solders, as can be seen in Fig. 2. The Tc values for the two solders were 
estimated to be 8.5 K, with only a negligible difference. The two solders with different compositions (Pb44.5Bi55.5 
and Pb42Bi58) showed different Jc performance. For example, the magnetic Jc for Pb44.5Bi55.5 was larger than that for 
Pb42Bi58 under a magnetic field. According to the binary Pb-Bi phase diagram (see ref.15), at Bi concentration from 
55.5 to 58.0 wt.%, the alloys consist of superconducting   and non-superconducting Bi phases. The higher mag-
netic Jc obtained in the Pb44.5Bi55.5 can be attributed to improved flux pinning at Bi precipitates2. However, beyond 
certain Bi concentration in the Pb-Bi alloys, Bi precipitates can act as impurities, which would have eventually 
reduced Jc of the Pb42Bi58 under magnetic field compared with the Pb44.5Bi55.514. A comparison of the magnetic Jc 
values reported thus far is summarized in Table S2. As can be seen in the table, the commercial Pb44.5Bi55.5 used in 
this work showed a relatively high Jc compared to earlier reported results13.
Figure 1. Cross-sectional image of the Nb-Ti wire.
Commercial material Measured by EDS Melting temperature (°C)
Pb44.5Bi55.5 Pb42.9Bi57.1 123.9
Pb42Bi58 Pb40.8Bi59.2 123.9–126.1
Table 1. Specifications of the Pb-Bi alloys.
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Figure 3 shows the joint fabrication process for multifilament Nb-Ti conductors using the solder matrix 
replacement method. First, as shown in Fig. 3a, the insulation material (polyvinyl acetate (PVA), Formvar®) of the 
wires was removed using abrasive paper. In a 45 mm length, only 43 mm of insulation was removed, and 2 mm of 
Formvar insulation was kept intact at the ends for handling the fine Nb-Ti filaments after etching the Cu or Cu-Ni 
(Nickel) matrix. After removing the insulation and cleaning using acetone, the wires were next immersed in a 
molten Sn bath at 350 °C for 180 min, as can be seen in Fig. 3b17. The Sn coated Nb-Ti wires were then immersed 
in a molten Pb-Bi bath at 350 °C for 80 min (Fig. 3c)13. The Pb-Bi coated wires were thereafter removed from the 
bath and allowed to naturally cool in open air. Subsequently, the insulated ends of the Pb-Bi coated Nb-Ti wires 
were cut off. The two wires were aligned, twisted, and tightened with fine Cu wire in open air to enhance their 
electrical and mechanical properties, as shown in Fig. 3d. Finally, the twisted wires were again immersed in a Cu 
tube filled with molten Pb-Bi at 200 °C for 10 min (Fig. 3e). The dimensions of the Cu tube were 5.7 mm, 8 mm, 
and 53 mm (inner diameter (I.D.), outer diameter (O.D.), and height, respectively). After 10 min, heating was 
stopped, and the joint was allowed to naturally cool to room temperature (Fig. 3f). To minimize oxidation, pure 
argon was continuously flowed on top of the baths while the wires were inserted and taken out. Occasionally, the 
Sn and Pb-Bi baths were stirred using the immersed Nb-Ti wires.
Figure 2. (a) Magnetic moment of the solders versus temperature under field cooling (FC) in self-field; (b) 
critical current density versus magnetic field characteristics measured using a physical property measurement 
system (PPMS).
Figure 3. Joint fabrication process for multifilamentary Nb-Ti conductors using the solder matrix replacement 
method.
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To technically determine the appropriate etching time of the Cu matrix in the wire, a total of six wires were prepared 
(Fig. 3a) and immersed in molten Sn at 350 °C, as shown in Fig. 3b. One wire was removed from the bath at 30 min 
intervals (30, 60, 90, 120, 150, and 180 min) up to 180 min. Each wire was cut from three different locations (top, middle, 
and bottom). Elemental mapping of each cross-section was carried out using SEM. After an etching time of 150 min, 
some Cu still existed in the bottom part of the wire. Most of the Cu was thoroughly replaced by Sn after 180 min.
In the next step to determine the time required for replacement of Sn by Pb-Bi, a total of five wires were prepared 
and immersed in molten Sn at 350 °C for 180 min. The Sn coated Nb-Ti wires were then immersed in molten Pb42Bi58 at 
350 °C. One wire was removed from the bath at 20 min intervals (20, 40, 60, 80, and 100 min) up to 100 min. Elemental 
mapping of each cross-section was carried out using SEM. Most of the Sn was replaced by Pb-Bi after 60 min of etching 
time. Further close observation between the edges of two Nb-Ti filaments revealed, however, some residual Sn on the 
edges, as shown in Fig. S1a. To determine the thickness of the Sn layer at the edges of the Nb-Ti filaments, elemental line 
mapping was carried out between the filaments in the samples etched for 60, 80, and 100 min in Pb-Bi. As can be seen 
in Fig. S1b, the Sn layer thickness in all three samples was quite similar. This indicates that longer etching time in Pb-Bi 
could not remove the thin Sn layer from the edges of the Nb-Ti filaments. To allow slightly more time for etching Sn, 
etching time of 80 min was chosen for Pb-Bi in our joint fabrication process.
After determining the optimal joint fabrication conditions, five specimens were fabricated with different Cu binding 
configurations, as shown in Fig. 4a. Joints 1 and 2 were fabricated using Pb42Bi58, whereas joints 3, 4, and 5 were fabri-
cated using Pb44.5Bi55.5. Figure 4b shows the magnetic field dependence of Ic of the Nb-Ti joints in different magnetic 
fields up to 1.8 T at 4.2 K. As shown in the figure, joints 1 and 2 presented an Ic > 200 A in a field <1.43 T at 4.2 K, and 
thus the Ic results from 1.4 T to 1.8 T are shown. Likewise, joints 3, 4, and 5 reached an Ic > 200 A in a field < 1.58 T at 
4.2 K. The joints made using Pb42Bi58 were expected to result in poor electrical performance, as shown in Fig. 2b. The 
poor performance of joint 1 and joint 4 compared to the other joints in their group indicate that loose Cu wire binding 
(see Fig. 4a) in the joint is not favorable for achieving high performance. Thus, the Cu wire binding should be reasona-
bly tight. Joint 3 reached its highest Ic of 136 A in 1.65 T at 4.2 K, whereas joint 5 reached its highest Ic of 31 A in 1.8 T at 
4.2 K. The electric field versus current characteristics of joint 5 in different magnetic fields at 4.2 K is shown in Fig. S2. 
As can be seen in the figure, the superconducting to normal transition up to 0.1 µV∙cm−1 criterion appears not very 
sharp but rather smooth. The magnetic Jc values of Pb42Bi58 and Pb44.5Bi55.5 dropped to 1 A·cm−2 at 1.47 T and 1.66 T, 
respectively, at 4.2 K. It is expected that direct filament to filament contact between two Nb-Ti strands would have been 
established, and thereby direct current transfer would take place between the filaments. The Nb-Ti joint performance 
achieved in this work using Pb44.5Bi55.5 is acceptable for application of the joints in a persistent-mode magnet.
Following the optimization of the joint fabrication process using Pb42.5Bi55.5, a single-turn Nb-Ti closed-loop 
coil was fabricated, as shown in the inset of Fig. 5(a), and the joint resistance was estimated by field-decay meas-
urements. The specifications of the closed-loop coil are listed in Table 2. Figure 5(a) shows the magnetic field with 
respect to time characteristics for the coil while discharging the background field. As can be seen in Fig. 5(b), 
when the background field was reduced to zero, the trapped field in the closed-loop coil was 170.6 gauss (G), 
which was equivalent to 228.6 A. The trapped field was allowed to stabilize for about 2 hours (h). At 0.574 µH 
inductance of the coil and 0.43 G field variation in 12.5 hours (Fig. 5(c)), the calculated circuit resistance accord-
ing to field-decay in the L - R circuit was 3.25 × 10−14 Ω18–20. This circuit resistance meets the technical require-
ment for a persistent-mode superconducting magnet system. As shown in Fig. 5(d), when the test probe along 
with the coil was removed from the liquid helium (LHe) bath, the trapped field decayed to zero.
Finally, a prototype Nb-Ti coil was fabricated to demonstrate persistent-mode operation. The specifications of the 
Nb-Ti coil and PCS are summarized in Table 3. There were two joints between the Nb-Ti coil and the PCS, as shown 
in Fig. 6a. Our optimized joining process was the same as that employed for joint 3. The PCS was installed far from the 
main Nb-Ti coil, since the generated field of 3.6 T must not obstruct the PCS. In our empirical environment, we tested 
the Nb-Ti coil in persistent-mode at 50 A (central field ~3.6 T) in an LHe bath. As can be seen in Fig. 6b, the Nb-Ti coil 
was successfully operated in the persistent-mode for about 1,235 s without any noticeable decay in the coil current.
Figure 4. (a) Different types of Cu wire binding on joints 1 to 5, (b) critical current versus magnetic field 
characteristics of the joints.
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Figure 5. Magnetic field with respect to time characteristics for a closed-loop coil containing the optimized 
joint: (a) while discharging background magnetic field, (b) trapped field in the closed-loop when the 
background field was reduced to zero, (c) while the closed-loop was in persistent-mode (after initial 
stabilization), and (d) when the closed-loop coil was taken out of LHe. The inset of (a) is the Nb-Ti closed-loop 
coil together with the joint. The legends in (a–d) are the same.
Parameters Specifications
Strand Nb-Ti/Cu
Strand diameter insulated/bare (mm) 0.77/0.72
Solder used in the joint Pb42.5Bi55.5
Coil I.D. (mm) 24
Computed using FE analysis
Inductance (µH) 0.574
Trapped field at the Hall sensor (G) 170.6
Initial trapped current (A) 228.6
Table 2. Specifications of the single-turn Nb-Ti closed-loop coil.
Parameters Specifications
Coil type Solenoid
Winding method Wet winding
Strand Nb-Ti/Cu
Strand diameter insulated/bare (mm) 0.9/0.85
Coil I.D./O.D./Height (mm) 84/152/200
Number of turns 12,950
Inductance (H) 7.2
Operating current (A) 97
Magnetic field at the center (T) 7
PCS I.D./O.D./Height (mm) 30/37.2/26
PCS (number of turns) 112
PCS strand Same as coil
PCS heater Nichrome wire
Table 3. Specifications of the Nb-Ti coil and PCS.
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conclusions
We have presented a superconducting joining process for a multifilament Nb-Ti conductor using a solder 
matrix replacement method and test results on the superconducting joints. First, EDS mapping of two Pb-Bi 
solders, Pb44.5Bi55.5 and Pb42Bi58, was carried out to confirm their compositions, which may be related to their 
superconducting properties. Both solders showed up to 1.6% Pb deficiency. The Tc (onset) of 8.5 K was meas-
ured for both solders, whereas the magnetic Jc of Pb44.5Bi55.5 and Pb42Bi58 was found to be 2.9 × 103 A·cm−2 and 
1.19 × 103 A·cm−2, respectively, in 1 T at 4.2 K. The Jc of Pb44.5Bi55.5 represented the highest performance reported 
to date. One of the best joints fabricated using Pb44.5Bi55.5 showed an Ic of 136 A in 1.65 T at 4.2 K. The poor 
performance of the joints made using Pb42Bi58 compared with Pb44.5Bi55.5 was consistent with the magnetic 
measurement results. We also reported that loose Cu wire binding in the joint was not favorable in terms of 
achieving high joint performance. A single-turn Nb-Ti closed-loop coil was fabricated along with the joint to 
precisely estimate the joint resistance using the field-decay measurement. The measured total circuit resistance 
was 3.25 × 10−14 Ω in self-field at 4.2 K, which meets the technical requirements for persistent-mode operation. 
Finally, the persistent-mode operation of a Nb-Ti solenoid coil having two joints and a PCS was demonstrated. 
The systematic study and results presented in this work on the Nb-Ti superconducting joining process will pave 
the way for developing high-performance Nb-Ti superconducting joints.
Experimental
The elemental composition of Pb-Bi alloys was evaluated using the EDS capability of a JEOL low-vacuum SEM. 
To observe the longitudinal cross-section and to conduct EDS using the SEM, the wires were cut from three dif-
ferent locations along the joining section.
The Tc and magnetic Jc of the Pb-Bi solders were evaluated using a PPMS from Quantum Design. For measure-
ment of physical properties, a parallel magnetic field was applied to the length of the samples. The Tc of the solders 
was measured by applying a 100 Oe magnetic field and measuring the magnetic moments during cooling from 
10 K to 4.2 K. The Bean model: =





−
∆
( )J 20c a 1
M
V
a
b3
 was used for estimating the Jc, where M is the height of the M − 
H hysteresis loop, a and b are the sample dimensions perpendicular to the magnetic field, and V is the volume of 
the sample (V = a × b × c and a < b < c).
The transport Ic(s) of the joints were measured using an American Magnetics superconducting magnet with 
dc current up to 200 A (where 200 A was the limit of our power supply) at 4.2 K, and magnetic fields in the range 
of 1.4–1.8 T, using the standard four-probe method with the criterion of 0.1 μV·cm−1.
A single-turn Nb-Ti closed-loop coil was fabricated to estimate the joint resistance using the field-decay meas-
urement method. The joint fabrication process was similar to that described in Fig. 3. A Hall sensor was installed 
at the bottom of the coil in close vicinity to it. The coil was mounted on the test probe for the evaluation. The 
output voltage of the Hall sensor was measured using a voltmeter. To trap the field in the closed-loop, first, the 
field of the background magnet was increased to 10 kG. Subsequently, the test probe was inserted into the bore 
(LHe bath at 4.2 K) of the background magnet along with the coil. Following stabilization of the coil temperature 
and magnetic field, the background field was slowly reduced to zero. The trapped field in the coil was monitored 
for an extended period of time to estimate the circuit resistance. The duration between all the joints fabrication 
(individual joints, closed-loop, and on the prototype coil) and its characterization was about two weeks.
Figure 6. (a) Digital images of the Nb-Ti solenoid coil along with the joints and PCS, (b) magnetic field of the 
coil and coil current versus elapsed time during the persistent-mode demonstration.
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Data Availability
All data generated or analyzed in this study are included in this manuscript.
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